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Presidentds Letter March2014

We had a great gathering of the Guild at the L. W. Paul
Living History farm this weekend in Conway, SQiro
meetings are the only place | know of you can laugh, meet
new friends, see old friends, learn something about
blacksmithing, win something useful for a dollar and eat
good food til | Thamkstétheestaftob out t o
the farmfor hosting the meting, cooking up a good low
country purlieufor lunch and to Walter Hill for the
excellent demonstration that he performed. Walter
repurposed two old tools, a worn out file and a brick
masonds hammer into an inshave
draw knife and &corp) and a small carpenters adz. These
tools were orders from his customers, something | need to
learn how to do, make money from scrap steel. Walter has
B always impressethe as a demonstratdre describem
detall what he is doing while he is workiagd tells you where the i@ is going before he hits
it. He also educated us by introducing a new word. You know how rough and pitted a burnt
piece of steel can get? This is called fAcrus
This event was also busyith electilms- we elected two Board Members a Vice President and a
President.They are as follows;
Board Members Vice President President
Mike DuBoisandJason Jaco Meck Hartfield Jesse Barfield
Meck decided to step down as President and made himselftdedda the Vice President
position. He has done a very good job these past two years and will continue to serve us well as
VPand Librarian i f you werenét there Saturday please
| would like to thank you for placingour trust in me to lead the Guild this year as your
President. The Board Members and myself will need your support and ideas to keep us
successful and to continue improving and growing. Our Iron in the Hat was smashing success we
t ook i n $ Qéstad éntire scholarship for one aspiring blacksmith.
We had one new membsince the last newslettdre is Tommy Taylor. Welcome, Tommy.
The April meeting is at Magnolia Gardens on April 26. Ed Berry will be showing what he
learned from his scholsinip to Campbell on woodworking tools. Bill and Lynda Creek and Ray
Pearre will be our hosts. Come to Charleston and enjoy the day.

Thanks;Jesse
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Iron in the Hat

Item Donated By Won By Item Donated By Won By
Carlton Simmons Demo Carlton Simmons LaynelLaw
Piece Chainsaw Damascus Knife Jerry Fowler Hunter Smith
Horseshoe Oyster Knife Ray Pearre Jamie Stevens Wooden Mallet Bob Hill Bruce McWhirter
Cable Damascus Knife Meck Hartfield Hunter Smith
Scarf and Dish Cloth Patricia Hartfield John Loftin Router Mat Jesse Barfield Barry Myers
Poker Mike Tucker Johnny Marks Horse shoes, complete Jason Jaco Travis

with nails Polhemus
Ginko Leaf Bottle Opener Mike Tucker John Tanner

Twisted Hook Jason Jaco Chris Herron
Damacus Knife Mike Tucker John Tanner

Split Cross Duke Baxter Don Loftin
Anvils Ring Magazines ABANA Charles Meyer

Popular Science Oldies Al Jenkins Robert Hill V
Beeswax Candles Anne Suggs Ray Pearre

Anvils Ring Magazines Al Jenkins Paul Alford
Buckwheat Bread Anne Suggs Barry Bazen and Apron Bag
Philip Simmons Door Anne Suggs LaDonna Burgess Oyster Knife Barclay Barry Bazen
Knocker McCurdy
Ladle Barry Myers Jesse Barfield Iron Basket Joe Marsh Travis Ferrel
Dutch Hammer BruceMcWhirter  Hunter Smith Cement Truck Spring Charlie Wells Barclay

Sections McCurdy
Steak Turner Tony Etheridge  Travis Ferrel

Cement Truck Spring Charlie Wells Barry Myers
Oil Recycling Pan Peter Mueller Matt Burgess Sections (twice)
Forged Flint Striker/Fire Kit  Bill Creek Hunter Smith Cement Truck Spring Charlie Wells Chris Herron

Sections
Candy Sharon Hill LaDonna Burgess

Cement Truck Spring Charlie Wells LaDonna
ABANA Tee Shirt ABANA Bill Creek Sections Burgess
ABANA Tee Shirt ABANA Anne Suggs Cement Truck Spring Charlie Wells Bob Hill

Sections
EZ Weld/Borax Keith Moon Layne Law

Heart and Scarab Jewelry Jamie Stevens Chuck Smith
Sawblades in Metal Box Joe Holladay Josh Weston (twice)
Tongs Kit Phil Rosche Hunter Smith Heart and Scarab Jewelry ~ Jamie Stevens Al Jenkins
Pick Up Tongs Phil Rosche Bill Creek Heart and Scarab Jewelry ~ Jamie Stevens Sharon Hill
Knife Kit Phil Rosche John Tanner Grapefruits and Tiger Jamie Stevens Don Loftin

Paw Cutout
Bucket of Sewell Coal Layne Law Sharon Hill
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ClaySpencer 6s Joinery Cl ass

A few months ago | was picked to receive Clayobs s
C. Campbell Folk School. In this class you can submit your own project or build the table that he has
designed for the clas¥ou can see more information on the class at folkschool.org.

Clay is highly respected in the world of blacksmithing and | was excited to go to the class. Below are
some explanations of some of the things | learned from Clay. | strongly recommend telkisg) faom
him or watching him demonstrate.

Drawings: Design is your first step. Always have a detailed drawing 1:1 scale i®besteast a well
thought out plan of what you want to make. Transferring the drawing to a metal plate or concrete floor
allows checking the work against the plan without burning the drawing.

Collars: Collars should be made to scale for the projetttoo k r i ght . Thi nner st ock
wor ks much better for coll ars. I spent 2 hours tr
1/ 806 would be easier.

Tapered round stock wrapped as if a vine is a traditional collar which complemenmis olegigns.

Coll ars should be the I ength of the perimeter of
the collar.
For example, joining 10 square to 10 x 10 bar you

10 (bottom) + 1 1100 ((ssiiddeel?2)) + 120. 5(xt(oxp )i s+ tlhe col | ar

example Axo0 is 1/806 or .1250. So the |l ength of t
13/ 160.

That 6s a | bjustweoap a sinagtatound the pieces to collar with thewnt of overlap | want

and just measure that. Do a test piece and adjust

worked for me beforeAfter you cut the collar you will need to bevel the ends to overlap. Collars are
hard to learn but oncgou get the hang of them they go quickly. Below is a picture explaining the
collaring process:

£ W SHORT I 6d |ike to thank ¢
\ 1| - >| — choosing me for thErancis
Yow” Whitaker $holarship, |
cut to length e A s e learned a lot from the class
e and look forward to passing
Squeeze in vice and Rond Lo on more ofwhat | learned.
heat, fold the last
Use spacer to two 90°s

bend 2nd 90°

1 SQUEEZ
(114 /4
¢ fold

fold

Wl IQ =4 é';’ T I Jody Durham

HEAT
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This issue of the newsletter has tended to be mostly with traditional joinery after the Sheldon Browder
/fraa 4 [FRaz2y |yR W2Re&Qa
the scrolls by hand and eyiney were hardso | included the Screti-matic article.

We had a hammein at the Living History Park in North Augusta and one of the things | demonstrated
was a bolt tong. | found a better way that | hope will eatrany errors | may have made in my teaching.
Hope you enjoy the articles | have included. Barry
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SCROLL-O-MATIC

Michael Sobrado of Dragonforgeonworks
sentthis ideato the Blacksmith Journal,

Issue 213These are pictures®™i c heal 0 s
ScrolFOMatic with one of the 50 or so jigs

that | havehere for it. My first shopvas

pretty small and | got tired d&dhocking

things over every timetried to scroll up

some bar or makengs.

| t ook a I[Chaftspranrraachet s al e
and welded it to piece of angle iron. Put it

in the vice,weld a cheagocket to the

bottom ofyour scrolling jig. Draw out the

end ofyour bar as desired and roll up the

end around 180 degrees. Vice gogthe

scroll jig and pull, push on the bar to back

the jig up on the ratchet, repeat until you run
out of heated stock.

It works on hot or cold steel. If | make large
scrolls I do the first
taper and the tight scroll in the middle and

do the rest cold.
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s B

Kneeling: Mike DuBois, Jody Durham, Shel Browder, T@itieridge, Steve Alverson.
Standing: Bob Stukes, Charles Meyer, Al Jenkins, John Tanner, Hunter Smith, Barry Myers, Ric
Thompson, Ed Sylvester, Peter Mueller, Ed Berry, Jesse Barfield, Bill Creek, and Ray Pearre.

We had a fine class with Shel Browderhe weather could have been better, but it got a lot
worse the next week.

Shel 6s project wa gshoan dnthe feomt gagsd nadr  sSihgen 6hso Indoetre s
on the website The horizontal item was a % square stock. We welded a collariatioutf r o m

the end to better support the member. We then méelwa fromthd 06 past the col |l a
other endleaving a cube of metal on the anvil, draw down the metal with half on/half off blows.

This is drawn down to 1/8 x ¥, and scrolled up.
Finials were formed on the upright, a bean on the top and a spade on the bottom.

The hypotenuswas punched 30 from eachRivwtawerewi t h t he e
handmade from 3/80 square stock |l eaving a nic

The handformedc e nt er AS0 scroll was somewhat probl em
his comments of encouragement. The encouragement was reedeell recieved

Handforged tenonsn the sign hangers al s o f or g e dwereriveted in®th8 6 s quar
collarsand fitted to the horizontal after very similar loops were forged on eagfnod tip from

Shel was to punch the holes completely from the inside to give a tapered hole for the riveted

head.

The assembly of all the units resulted in the fine looking bagiers by those able to finish.
Some of the hangers had to be finished at home, but all were happy with what they learned, if not
how far they progressed. A good time was hadhbgt Barry
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Joinery

Copyright 2002 - 2003 George Dixon
wwiw.traditionalmetalsmith.com

Stock: 172" X 172" mild steel.

Take a heat on the end of
the bar. Set it onto the anvil as
shown so that about 3/4" protrudes
onto the surface. Holding down
hard, drive the stock down, with
the hammer face over anvil and
space so that a shoulder is estab-
lished. The edge of the anvil
should be some-what sharp where

you chose to do this effect. '
The shoulder should be ' Once the taper is complete,

about 3/8" deep. Draw out the off- forge a right angle bend as shown.
set stock in a long taper. Maintain . .

the 172" width of the parent bar as
the taper is forged.

— i —

The jig shown makes the next bends far easier and if
there are more than a few to do, more similar in result.

Use a piece of 2"x 2" or 3"x 3" angle iron. The opposite
leg from the surface the jig occupies will set into a vise for
clamping during use. Cut a 2" long piece of bar stock the size
that 1s to be wrapped by the taper. in this example that is 1/2"
square bar. Dlilrlhc bar as shown. Use that dnlled bar as the
template to drill the angle iron. Once both are drilled as shown,
use two rivets, 3/16" diameter, and seat the bar on the angle iron. |
Scribe a line into the face of the angle iron at a right angle from
the riveted bar to serve as a visual guide for orienting the tapered
bars as they are bent.

Clamp the riveted jig in the vise. Take a heat on the
tapered end of the 1/27 bar, set the shoulder against the riveted
bar, taper up and aligned by the scribe mark. Hold down hard
and hammer the two bends as shown.

The resulting cupped recess will now take a bar the size of the one chosen for the riv-
eted bar in the jig. Take a heat on the recessed end of the tapered bar, set such bar stock
as the effect calls for into the recess and forge the remaining taper over, thus closing
around (wrapping) that bar firmly.

Published with permission of the Mississippi Forge Cdunci
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